
Name: CONTRAST SOFTSHELL Code: MC2915ZG MC29 CLASS 1 HIGH VISIBILITY CLOTHING

Description

Softshell made of Ripstop 75D Stretch bonded with grid microfleece 100 
%
polyester, weight 300 g/mĮ.
Equipped with a central zipper closure, chest pocket with zipper on the 
right side, concealed badge holder on chest.
Features two low muff pockets, reflective bands around chest, sleeves 
and on shoulders, heat-sealed and segmented.
Contrasting yellow fabric on sleeve and waist hem, reflective inserts 
across chest.

Article under certification process.

The product has been designed and manufactured to comply with 
Regulation
(EU) 2016/425 as amended.

EN ISO 20471
Class 1:
= 0.14 mĮ of Fluorescent material;
= 0.10 mĮ of Retro-reflective material.

Category Colours Available Sizes

 II BLACK/HI-VIS YELLOW In stock: S - 4X

Quantity/Carton EC Standards Important Information

20

EN ISO 20471

Class:1 

Conservare in luogo fresco e asciutto, lontano da 
fonti di calore e al
riparo dalla luce.
Prima di ogni utilizzo effettuare un controllo visivo 
per accertare che
il dispositivo sia in perfette condizioni, integro e 
pulito, qualora
risultasse non integro provvedere alla sua 
sostituzione.
Le caratteristiche di sicurezza indicate vengono 
rispettate solo se il
dispositivo ¯ regolarmente indossato e allacciato e 
in perfetto stato di
conservazione.

Si consiglia di seguire le istruzioni di lavaggio 
raccomandate.

Dexterity Storage and cleaning
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